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APPROXIMATE LOCATION OF SEPTIC 
SYSTEM AS DEPICTED ON PLANS BY A. 
PROCACCINI & SONS DATED 1-14-04 
AND AVAILABLE AT THE DARIEN HEALTH 
DEPARTMENT

RELOCATE EXIST. PROPANE TANKS

RELOCATE EXIST. A/C UNIT

PROPOSED NEW LOCATION
FOR A/C UNIT

PROPOSED NEW LOCATION
FOR PROPANE TANKS
EXIST. GENERATOR TO REMAIN

EXIST. PUMP CHAMBER FOR

PROPOSED 1-STORY ADDITION

WETLANDS SETBACK

BUILDING SETBACK 

PROPERTY LINE

EXIST. EQUIPMENT SHED /
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SCALE: 1" = 30'-0"

H O U SE

N / F
FORTY HANSON LLC
40 HANSON ROAD
ASSESSORS LOT 112A

N / F
LAND TRUST OF DARIEN, INC.

ASSESSORS LOT 113

CABANA

SEPTIC SYSTEM

FRONT SETBACK:

REAR:
SIDE:

LOT AREA:

NO. STORIES:

50'

50'
35'

2.5

87,120 S.F.

MIN.

MIN.
MIN.

MIN.

MAX.

± 171.5' TO    

± 208.2'
± 91.0'

NOT MEASURED

± 119,209 S.F.

NC

NC
± 78.0'

NC

NC

BUILDING COVERAGE 20% = 23,841 S.F. MAX. ± 8,037 S.F.= 6.7% 578 S.F. = 0.5% 

NOTE: SITE PLAN DIAGRAM BASED ON SURVEY PREPARED BY WILLIAM M. SEYMOUR & ASSOCIATES,
P.C. LAND SURVEYORS ON APRIL 9, 2021. OBSERVING THE 50' UPLAND REVIEW AREA, THE 

ZONING INFORMATION
ITEM REQUIRED/ EXIST. PROPOSEDPERMITTED

ZONE: R-2 RESIDENCE

LOT WIDTH: 200' MIN. EXCEEDS 200' NC

BUILDING HEIGHT 35' MAX. NOT MEASURED NC

SITE PLAN DIAGRAM

75' TO     ± 189.0' TO    

PROPOSED 1-STORY ADDITION IS ENCROACHING BY 53 S.F.

±
78

.0
'

EXIST. SAUNA

PROPOSED NEW LOCATION
PUMP CHAMBER

±200.0'

SILT FENCE
HAY BALE BARRIER

50.0'

PROPOSED LOCATION FOR
TRACKING PAD, 50.0' MIN.

NOT TO SCALE
HAY BALE BARRIER3

NOT TO SCALE
HAY BALE BARRIER

APPROX. GRADE
COMPACTED BACKFILL

4

PROTECTED SIDE

OR TWINE
BINDING WIRE
HAY BALES

STAKE

PACKED STRAW (TYP.)
HAY BALES (TYP.)
STAKES (TYP.)

NOT TO SCALE
SILT FENCE2

FASTEN FILTER FABRIC W/
NYLON TWINE. FASTEN @
TOP, CENTER, & BOTTOM
ALLOW 8" OVERLAP @ JOINTS

FLOW

EXISTING GRADE

DIG TRENCH & EXTEND
FABRIC 6" INTO SOIL. CURL
EDGE UPHILL, BACKFILL 
TRENCH & COMPACY.

30
"

18
"

36" MIRAFI #100X FILTER 
FABRIC, OR APPROVED EQUAL

NOTE: REMOVE TRAPPED
SEDIMENT BEFORE REMOVING

1" x 1" x 48" HARDWOOD

WORK SEQUENCE:

1. DIG 6" TRENCH
2. INSTALL POSTS
3. INSTALL FILTER FABRIC
4. BACKFILL TRENCH AND COMPACT

POST @ 10'  O/C
TILT UPHILL 10°

SILT FENCE

NOT TO SCALE
ANTI-TRACKING PAD1

D R I V
E W A Y

5 0 ' -0 "'  MIN.

1 2
"  M

I N
.

INSTALL FILTER FABRIC ON UNSTABLE,
SOFT OR WET SOILS, EXXON GTF - 150
OR EQUAL

LOCATE @ SITE CONSTRUCTION
DRIVEWAY. SEE PLAN FOR LOCATION

NOTE: THE ANTI-TRACKING BED SHALL
BE MAINTAINED TO PREVENT TRACKING
OF SEDIMENT ONTO THE PUBLIC 
ROADWAY. THIS MAY REQUIRE PEDIODIC TOP
DRESSING OR EXTENSION OF MUD-TRACKING
ROADWAY TO BE REMOVED IMMEDIATELY.
BED. ALL SEDIMENT DROPPED OR TRACKED ONTO


